
 

 

FERTILISER SETTINGS CHART 
STARTING GUIDE 
27 mtrs 
 

P1 POSITION & Z3 VANES – AS 2000 & AS 1000 – 2K SERIES (18-27M)* 
 

 

 

 

FERTILISER TYPE 
 

 

WIDTH (m) 
 

WIDTH (ft) 
 

DISK RPM 
 

DECK 
 

Z3 SHORT 
 

Z3 LONG 

 

UREA & UREA (s) 
 

27 mtr 
 

88.5 ft 
 

900 
 

 

52.5 - 55 
 

i 
 

3.5 

 

NPK (s) 
 

27 mtr 
 

88.5 ft 
 

850 
 

 

50 - 55 
 

i 
 

 

3.5 
 

CAN / SULCAN 
 

27 mtr 
 

88.5 ft 
 

850 
 

 

50 – 55 
 

i 
 

3.5 
 

POTASH / MOP 
 

 

27 mtr 
 

88.5 ft 
 

850 
 

45 – 47.5 
 

i 
 

3.5 

 

    TRAY TESTING SET –UP 
 
 
 

• Drive over each end tray while spreading 
 
• 5 x Trays marked in red (eg 24 mtrs means 

a tray every six mtrs) 
 
• A tray in the centre of the two tramlines is 

important for set-up 
 
• Drive at a consistent speed over both 

passes: 8-10km/hr 
 
*Tray Tests Required to Confirm Settings 
 
Notes: 
 
Fertiliser distribution tray tests should be completed in zero 
wind free conditions 
 
Essential to perform tray tests on level parts of fields 
 
Spread pattern results will be influenced by wind and slope 
making setup and accuracy difficult 
 
Very low to very high application rates may require slight 
deck adjustment 

      

   TEST RESULT EVALUATION 
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