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1 Introduction.

1.1 Preface

WARNING!
We appreciate having you as a customer and wish Before using this product
you many years of safe and satisfied use. * please read this manual

The purpose of this document is to provide /'\ m \F/)vLijt:nga;\:y I(’;rt;?nbfsrtwo
information to the customer to erl1able them to - provide you with all the
- Safely inspect the machine axle. necessary information for

- Safely maintain the machine axle. proper use, in Comp"ance
- Identify and procure spare parts when with basic safety
required. requirements.

Agri-Spread reserves the right to modify the machinery and the technical data contained within this manual
without prior notice.

While every effort has been made in the production of this manual to ensure that the information contained
herein is full and correct, Agri-Spread assumes no responsibility for errors or omissions.

Further to this, Agri-Spread assumes no liability for any damages that may result from the use of the
information contained within this manual.

Information category:  Unclassified
Author / Owner: Paul McConn
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1.2 Ordering Spares.

Always state the machine model and year of manufacture when contacting your nearest dealer.
Refer to spare parts documents:

- ASD-00013_Lime & Fertiliser Spreader Spare Parts Manual (AS Range).

- ASD-00024 Lime & Fertiliser Spreader Spare Parts Manual (AS2 Range).
for a detailed breakdown of spare parts by location and part number.

121 How to Order.

If you need to contact your Agri-Spread dealer for information on servicing or spare parts, always provide the
product model and serial number along with the parts number required. Product information is located on the
product serial plate, refer to Figure 1 and Figure 2.

Part number details are contained in documents ASD-00013 or ASD-00024. We suggest that you record
your machine details below:

- Model No:

- Serial No:

- Spinner Motor Size:

- Hydraulic Valve No:

- Wheel/Tyre Spec:

- Date of Purchase:

- Dealer Name:

- Dealer Telephone:

1.2.2 Serial Plate Location.
Product information is located on the product serial plate, refer to Figure 1 and Figure 2.

Agri-Spread International
/‘\ Coolnaha, Ballyhaunis, € )
( Aglj-Spread Co. Mayo, Ireland. To show that Agri-Spread products conform
| i 3 08 .
R ol Tohasa il to all the European rules, the CE-brand is

printed on the Agri-Spread serial plate.

C€

oo ]

Figure 1, Product Serial Plate, PN:1000-1237.

Jeay
]
|
[}

juo.i4

Right

Figure 2, Product serial plate location.
Information category: Unclassified
Author / Owner: Paul McConn
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2 Safety.

2.1 Safety Symbols.

The following symbols are displayed throughout this manual to indicated where the reader should pay
particular attention. The symbols and their meaning are described below.

A This symbol means DANGER / WARNING. Be alert as your safety is involved.

This symbol means NOTE. Important information has been provided.

2.2 Safety Overview.

- If on delivery of the unit you discover damage to the product has been caused in transit, please
contact your local dealer.

- The warning/information labels and plates attached to each unit provide important information for the
safe operation of the product.

- It is important to not only read, understand and remember the operating instructions, but to also
understand and remember the general safety information provided in this document.

- The operator must ensure that they and anyone else who is going to use maintain or work around
the product be familiar with the operating, maintenance and safety procedures / information
contained within this manual. This information should be reviewed at least once annually.

- Every effort has been made to provide you the customer with all the necessary information to safely
operate this product or undertake the instructions given within this document, however if you are
unsure of the clarity or substance of any statement or section please contact your local dealer,
before attempting to operate the product or carry out any work instruction.

- Observe all of your local health and safety, road safety and environmental regulations / legislation.

- When working with fertiliser / lime and aerosols/paints/oils/lubricants etc always be aware of the
specific safety considerations required. Please consult manufacturer material safety datasheets for
detailed instruction.

- Always wear appropriate protective safety gear during product operation and maintenance, including
but not limited to:

e Hearing protection.

o Respirator or filter mask. @

e Hard hat.

e Protective footwear, slip resistant soles with steel toe caps.

e Protective goggles of face shield.

e Heavy gloves.

e Protective overalls or wet weather gear. Loose fitting clothing is not @
permitted, as it may come trapped within moving parts.

S3l=10)

- Do not modify the equipment in any way without prior authorisation. Unauthorised modifications will
invalidate the product warranty. Unauthorised modification may impair the function and/or safety and
could affect the life of the equipment.

Information category:  Unclassified
Author / Owner: Paul McConn
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2.3 Safety During Maintenance or Inspection.

- Turn off the tractor and spreader. Stop engines /
motors, set parking brakes, remove the tractor
ignition key and wait for all moving parts to stop,
before servicing, adjusting, repairing, maintaining
or unplugging.

- Ensure the machine/spreader handbrake has been
engaged and if necessary chock the wheels to
prevent unplanned movement of the machine.

- If a handbrake is not available on the spreader the
spreader wheels must be chocked to prevent
unplanned movement of the machine, refer to
Figure 3. Figure 3, Wheel chocks.

- Never carry out adjustments or maintenance on
machinery while it is in operation, as this could lead to death or serious injury. Ensure that tractor is
turned off and the keys have been removed before, carrying out any inspections or adjustments.

- Never attempt to clear a blockage while the spreader is in operation as this could lead to death or
serious injury.

- Always disconnect the tractor/spreader hydraulic connections before carrying out any of the
maintenance instructions. Failure to disconnect, the above, could lead to death or serious injury.

sure all connections are tight and all components are in good repair. Wear hand and eye

f Warning: Use extreme care when working around the high-pressure hydraulic system. Make
protection when searching for suspected leaks.

Information category:  Unclassified
Author / Owner: Paul McConn
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3 Service Intervals & General Maintenance.

3.1 Maintenance Safety.

The correct assembly and adjustment of all equipment is critical to the safe operation of this
product. Therefore, the procedures specified should only be carried out by competent personnel.

carried out by competent/qualified personnel.
If you have any doubt about your ability to perform any of the procedures given in the following
section, we recommend the tasks be performed by a local service centre.

f Warning: Routine or non-routine maintenance of components on this product should only be

As a rule, stop the tractor engine prior to carrying out maintenance, servicing, cleaning or repair work.
Always remove the ignition key on the tractor.
Warning: The manufacturer will not be responsible for any damages or injuries caused by
unauthorised repair, alterations or by mishandling of the product.
Regular maintenance is an essential part of operating any machinery and will keep your Agri-Spread
Spreader working at peak efficiency. The following paragraphs detail the minimum maintenance operations

required to keep the spreader operating safely and efficiently. Please ensure you have read and understood
the guidelines and warnings outlined in section 2.

It is recommended that records of this servicing are kept for future reference. Note: local
legislative regulations should always be followed.

Information category:  Unclassified
Author / Owner: Paul McConn
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There are a number of different axle types used on the Agrispread spreader range. Refer to Table 1 for an
overview of the different types.

also been highlighted with a dark blue shade of text.

@ Note: All the A-type axles have an “A” designation in the axle type column in Table 1. They have

Machine specifications may vary and different axle specifications can be supplied. Contact your local
Agrispread dealer if you are unsure of the axle type on your machine.

Axle Track Brake

Model Beam Type/Size Qty | Width, size, Wheel Stud Config
Type/Code
(mm) (mm)

AS35 A1 80mm Square 1 2000 350x60 | 8 stud 275mm PCD, M18
AS55 A1 80mm Square 1 2000 350x60 | 8 stud 275mm PCD, M18
AS85& AS2.85 A2 150mm Square 1 2000 | 420x180 | 10 stud 335mm PCD, M22
AS100 & AS2.100, 3m A3 150mm Square 1 3000 | 420x180 | 10 stud 335mm PCD, M22
AS120 & AS2.120, 3m A3 150mm Square 1 3000 | 420x180 | 10 stud 335mm PCD, M22
AS2.200T, 2m A4 150mm Square 2 2021 | 420x180 | 10 stud 335mm PCD, M22
AS2.200T, 3m A5 150mm Square 2 3000 | 420x180 | 10 stud 335mm PCD, M22
AS2.220T, 2m A4 150mm Square 2 2021 | 420x180 | 10 stud 335mm PCD, M22
AS2.220T, 3m A5 150mm Square 2 3000 | 420x180 | 10 stud 335mm PCD, M22

Table 1, Spreader axle specification summary.

Service intervals depend on operating conditions and are best decided by the operator, the following
guidelines are noted as maximum recommended intervals and should be reduced accordingly under extreme
conditions. It is recommended that records of this servicing are kept for future reference. Note: local
legislative regulations should always be followed.

Information category:  Unclassified
Author / Owner: Paul McConn
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\

3.3 Axle Service Schedule, (All A-Type Axles).

Rigid and steering axle lubrication and malntenance | & o @ g b

table s |2 3 2 3
E £ |5 ) >

@ = = |2 Eg |£€

Lubrication ° § § SE £2 |E2

@ i |B% |2 % : E 3%

=0 == - ~ -
Malntenance 28 |253|823 .%as %aﬁ'

HEHEHEHGE
% |=2E|a@s8|@58|as s

Lubrication

with special ADR Lithogreage 3 grease

A — grease change in hub bearings @

B — brake cam supports @

C — brake levers @

D - sieering rod joints @

E — steering hinges @

Malntenance

1 —Wheel nut torque check @ @

2 — brake gasket check @

3 — bearing gap check and any adjustments @ @

4 — brake lever stroke check and any adjustments @

5 — steering hinge gap check and any adjustments @ @

6 — shock absorber end screw torque check @

7 —steering control cylinder fastening screw torque check @

8 — steering rod end screw forque check and steering angle @

adjustment

9 — brake cylinder support screw torque check @

Table 2, Axle maintenance schedule.

Information category:  Unclassified
Author / Owner: Paul McConn
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3.4 Axle Maintenance Steps, (All A-Type Axles).

3.4.1 Axle Lubrication and Maintenance Locations.

Figure 4, Rigid axle lubrication and maintenance point map.

Figure 5, Steering axle lubrication and maintenance point map.

Information category:  Unclassified
Author / Owner: Paul McConn
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3.4.2 Brake Gasket Check.

7

@ 2. Brake gasket check.

Every 500 working hours (or every 8500
km travelled).

Check brake friction gasket wear. Open both
inspection windows on the back of the brake
and check friction material thickness outside
the reference line.

The reference line should always be
well visible and, for vehicle safety, it is
hest to replace the brake friction gaskets
when material thickness outside the line
is reduced to 2mm. Always use original
friction gaskets of the same type as those @2_/
to be replaced.

Friction gasket features are indicated
next to the gasket inside the reference
line.

Figure 6, Brake gasket check.

3.4.3 Bearing Gap Check & Adjustment.

@ 3. Bearing gap check
(version with press-in hub cap)

After the first 200 working hours at full
load (or after the first 300 km travelled),
afterwards every 1500 hours (or every
25000 km travelled).

Make sure the wheel bearings do not rock.
This check is performed by litting the axle
with a jack until the wheel is off the ground
and rotates freely. Insert a lever between the
ground and tyre and force the wheel up fo
find any gaps.

Bearing gap adjustment

- remove the hub cap

- remove the elastic stop pin on the rack nut
- tighten the rack nut while simultaneously
rotating the wheel until the hub is slightly
braked

- rotate the rack nut until a slot with the hole
on the spindle is found and insert the elastic
pin. Make sure the hub rotates manually with
slight resistance - top up ADR Lithogrease
3 grease on the visible part of the bearing
and reassemble the press-in hub cap.

Information category:
Author / Owner:

Unclassified
Paul McConn

Figure 7, Bearing gap check.

Page 13 of 33



ASD-00026 V4.0

www.agrispread.com

4

@ 3. Bearing gap check.
(version with flanged hub cap)

After the first 200 working hours at full
load (or after the first 300 km travelled),
afterwards every 1500 hours (or every
25000 km travelled).

Make sure the wheel bearings do not rock.
This check is performed by lifting the axle
with a jack until the wheel is off the ground
and rotates freely. Insert a lever between the
ground and tyre and force the wheel up to
find any gaps.

Bearing gap adjustment

remove the flanged hub cap removing the
6 screws;

remove the elastic stop pin on the rack
nut;

tighten the rack nut while simultaneously
rotating the wheel until the hub is slightly
braked;

rotate the rack nut until a slot with the
hole on the spindle is found and insert the
elastic pin. Make sure the hub rotates
manually with modest resistance;

top up ADR Lithogrease 3 grease on the
visual part of the bearing and reassemble
the hub cap being careful that its seal
gasket is integral. If damaged, replace
the gasket with an ADR original spare
part;

reassemble the hub cap and tighten the 6
SCIEWS.

Figure 8, Bearing gap check.

@ 3. Bearing gap check
(Teknoax verslon with screw-In hub cap).

After the flrst 200 worklng hours at full
load {or after the first 300 km travelled),
afterwards every 1500 hours {or every
25000 km travelled}.

Make sure the wheel bearings do not rock.
This check is performed by lifting the axle
with a jack until the wheel is off the ground
and rotates freely. Insert a lever between the
ground and tyre and force the whegl up to
find any gaps.

Bearlng gap adjustment

remove the 3.6 hub cap and 3.5 gasket.
remove the 3.4 stop sorews and 3.3 rack.
tighten the 3.2 rack nut while
simultaneously rotating the wheel until
the hub is slightly braked.

reposition the 3.3 rack and secure it to
the 3.2 rack nut with the 3.4 screws.
Make sure the hub rotates manually with
modest resistance.

Top up ADR Lithogrease 3 grease on
the wvisual part of the bearing and
reassemble the 3.6 hub cap being careful
that its seal gasket is integral. If
damaged, replace the gasket with an
ADR orlginal spare par.

Figure 9, Bearing gap check.

Information category:  Unclassified

Author / Owner:

Paul McConn
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3.4.4 Greasing the Hub Bearings.

@ A. Grease change In hub bearings.

Every 3000 working hours {or every
50000km travelled).

As with the bearing gap check, lift the axle
with a jack until the wheel rotates freely, then:

Flanged hub cap

version Teknoax version
1. remove the 1. remove the hub
hub cap; cap and gasket;
2. remove the 2. remove the stop
elastic stop pin screws and
on the rack rack;
nut; 3. remove the
3. remove the threadsd rack
rack nut; nut;

4. remove the hub complete with drum and
bearings from the spindle;

5. perform this operation on one wheel at a
fime to avoid exchanges components
between one wheel and the next. When
simultaneously removing several wheel,
mark the bearing cages fo avoid
incorrectly reassembling them;

6. clean the brake, check general conditions
and wear. Replace any warmn or damaged
parts, eliminate any [ubricant residus that
could jeopardise good brake operations;

7. remove all used grease residue, clean the
bearings and gaskets, replace damaged
parts;

8. grease the conic housings and bearing
rollers as indicated in the illustration, using
ADR Lithogrease 3 grease, the amount
necessary for each bearing is about 150g;

9. reassemble all parts as indicated in the
ilustration with the help of bushings to
avoid alignment ermrors that could damage
bearings.

10. befare reassembling the rack nut {flanged
hub cap wersion) or threaded nut
(Teknoax version), apply a layer of grease
on the bearing, reassemble and adjust the
nut as indicated in point 3-Bearlhg gap
adjustment.

Figure 10, Greasing hub bearings.

Information category:  Unclassified
Author / Owner: Paul McConn
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Figure 11, Brake hub exploded.
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3.4.5 Brake Cam Lubrication.

@ B. Brake cam support lubrication.

Every 500 working hours (or every 8500
km travelled) and before starting after a
long perlod of disuse.

Lubricate the points indicated in the
illustration with ADR Lithogrease 3 grease.
Lubricate the supports so that new grease
[zaks from the housings.

& Grease and oll penetration In the
brake Is not admitted.

Repeat the operatlon even after each
vehicle wash with high pressure
equipment.

Figure 12, Brake cam support lubrication.

Information category:  Unclassified
Author / Owner: Paul McConn
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3.4.6 Brake Lever/ Slack Adjuster Adjustment & Lubrication.

4

@ 4. Brake lever stroke check and any
adjustments

Every 500 working hours {(or every
8500km travelled).

Make sure the brake cylinder rods do not
exceed, with full brake,

40 mm - 45 mm.

Stroke must be adjusted using the register
screw indicated in the illustration, rotating it
with a wrench until it stops at the brake block
contact with the drum. The register screw
has a jack, thus from the end siroke position,
loosen the reqgister screw about 2 clicks and
make sure the stroke corresponds to the
instruction when adjusted.

@ C. Lubrication.

Every 500 working hours {(or every
8500km travelled).

Lubricate the registration mechanism with
ADR Lithogrease 3 grease through the
grease point indicated in the illustration.

& Repeat the operation even after
each vehicle wash with high pressure
equipment.

Figure 13, Brake lever stroke check.

3.4.7 Steering Hinge Lubrication.

@ E. Grease steering hinges.

Every 500 working hours (or every
8500km travelled).

Lubricate with ADR Lithogrease 3 grease
using the grease points indicated in the
illustration until new grease leaks from the
housings.

& Repeat the operation even after
each vehicle wash with high pressure
equipment.

Information category:
Author / Owner:

Unclassified
Paul McConn

Figure 14, Steering axle hinges.
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3.4.8

Steering Hinge Gap Check & Adjustment.

www.agrispread.com

7

@ 5. steering hinge gap check and any
adjustments.

After the first 10 km at full load, afterwards

every 1500 working hours (or every

25000km travelled).

Check that the gap between the steering arm

and relevant support is not under 2 mm as

indicated in the illustration with the car empty

and in drive_ If the gap is smaller, adjust the

hinge pin as follows:

— remove the cover lll;

— loosen the screw V 1o free regulation nut
rotation IV}

— rotate the nut clockwise to restore the
required gap;

— block the nut with the screw V;

— reassemble the cover Il and secure it with
the screws | and elastic washers I,

— If the O-ring in the cover lll is damaged,
replace it with an original ADR - Colaert
spare part.

Figure 15, Steering hinge gap check and adjustment.

<I> Torque instructions for the regulation nut IV and lock screw V

Part Axle series Thread Tightening torgue (Nm)
Light M42 350 +10
Y Average M48 450 £ 10
Heavy M55 500 +10
Heavy Duty M75 600 +10
v | All series | M10 | 78

Table 3, Steering hinge gap check and adjustment.

Information category:  Unclassified
Author / Owner: Paul McConn
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3.4.9 Shock Absorber Inspection.
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@ 6. Shock absorber end screw torque
check

Every 1500 working hours (or every
25000km travelled).

Check screw torque using a torque wrench
and referring to the table at the bottom of the
page. The two possible variations are
illustrated

A If the self-locking nuts loosen with
the nylon ring, replace the loose nuts with
ADR - Colaert original spare parts.

Check shock absorber end silent block
conditions, if worn or damaged replace the
shock absorber with an ADR-Colaert
original spare part.

Figure 16, Shock absorber and screw torque check.

<I> Part torque instructions

id screw | wrench ':gn;g?irg?\ftg:;is tighte?hi;;ﬁ‘lgorque tighte?wﬂ}torque
6-1 M12 19 1 7 min /9 max 70 min /90 max
B6-2 M 20 30 3 40 min / 45 max 400 min / 450 max
6-3 M14 21 2 12 min / 15 max 120 min / 150 max
7 M 14 21 4 18 min / 20 max 180 min / 200 max

Ini

Author / Owner: o

Paul McConn

Table 4, Shock absorber and screw torque check.
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3.4.10 Steering Control Cylinder Inspection.

@ 7. Steering control cylinder fastening
screw torque check

Every 1500 working hours {or
25000km travelled).

Check =screw torgue indicated in  the
illustration with a torgue wrench. Steering
cylinder fastening screw torque is indicated in
the table on the previous page.

EVEFY

hﬁ"\?@@

Figure 17, Steering control cylinder fastening check.

{D Part to

ue instructions

. Number of parts tightening torque tightening torque

id | screw | wrench | e fightened (kgm) (Nm)
B8-A M 20 30 4 40 min / 45 max 400 mir £ 450 max
8-B M 18 27 2 58 min / 62 max 580 min £ 610 max
9-1-A M 16 24 4 18 min / 22 max 180 min £ 220 max
9-1-B M 20 30 4 40 min / 45 max 400 mim £ 450 max
9-2-A M 20 30 4 40 min / 45 max 400 mim £ 450 max

Table 5, Steering control cylinder fastening check.
Information category:  Unclassified

Author / Owner:

Paul McConn
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3.4.11 Steering Rod Inspection.

@ g-A. Steering rod end screw torque
check.

Every 1500 working hours {or every
25000km travelled).

Check screw torgque indicated in the
illustraticn with a torque wrench, following the
instructions in the table at the bottom of the
page.

& For self-locking nuts with nylon
ring, replace the loose nuiz with ADR
otiginal spare parts.

@ 8-B. Steering angle adjustment.

If required by operating conditions,
proceed as follows to change the steering
angle.

The steering angle is adjusted using pars I
and IT shown in detail in the illustration.
Proceed as follows:

— loosen the counter nut I untl the screw
head is reached;

— adjust the admissible steering angle using
the screw IL For admissible steering
angle adjustment valuas, refer to the table
at the bottom of the page;

— tighten the counter nut I using a torque
wrench following the instructions in the
table;

— repeat the operation on the opposite side
of the steering axle.

Te avoid damaging the steering
control cylinder, the maximum steering
angle adjustment should never exceed the
maximum admitted and indicated in ADR -
Colaert technical specifications.

@ D. Grease steering joints.

Every 500 working hours {or every 8500
km travelled} or after every wash with
pressure jets.

Lubricate with ADR Lithogrease 3 grease
using the grease points indicated in the
illustration until new grease leaks from the
houwsings.

Figure 18, Steering rod / joint maintenance.

Information category:  Unclassified
Author / Owner: Paul McConn
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3.4.12 Brake Cylinder Inspection.
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@ 9. Brake cylinder fastening screw
torque check.

Ref. 9-1 pneumatic brake system.
Ref. 9-2 oil hydraulic brake system.

Every 1500 working hours {or ewvery
25000km travelled).

Check s=screw torque indicated in  the
illustration with a torque wrench, following
the ingtructions in the table on the previous
page.

& If the seli-locking nuts loosen with
the nylon ring, replace the loose nuts with
ADR - Colaert original spare parts.

Figure 19, Brake cylinder fastening.

Information category:  Unclassified
Author / Owner: Paul McConn
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3.5 Setting Slack Adjusters.

A slack adjuster connects the brake chamber to the camshaft of an axle. There are two main types of slack
adjusters, Manual Slacks and Automatic Slacks. A manual slack requires regular adjusting to ensure the gap
between the brake shoe and the drum is the correct distance apart. If the gap between the brake lining and
the drum is too big then the brake reaction time will be longer and the stopping distance will be longer.

With an automatic slack adjuster, it automatically maintains the perfect distance between the brake shoe and
the drum without needing manual adjustment. In order to do this most automatic slack adjusters need a
control arm fixed to one point.

Brake Chamber

Push Bod

Slack Adjuster

Wear Indicator

Camshaft

Adpusting Nut

Control Arm

Brake Shoe / Dium clearance

Figure 20, Slack adjuster.

3.5.1 Types of Slack Adjuster.

It is vital the control arm is fixed on an automatic slack adjuster. An automatic slack adjuster will not work as
an automatic or manual slack without a control arm receiver telling it where the fixed point is.

Most slack adjusters are straight but because of clearance reasons an offset slack adjuster is sometimes
needed. The offset slack adjuster behaves identically to straight slack adjuster except the area the brake
chamber connects to is offset to the camshaft. The lever lengths possible on different slacks can also vary.

Information category:  Unclassified
Author / Owner: Paul McConn
Page 24 of 33



g,

ASD-00026 V4.0 www.agrispread.com / Ag}iSpread

Manual Slack Automatic Slack. Automatic Slack. Automatic Slack.
Adjuster. No Slotted control arm Bolt on control arm N shaped control
Control Arm receiver receiver arm receiver

Figure 22, Types of slack adjuster.

38mm offset slack adjuster. Left
and right needed for one axle. Lever
lengths possible 151,179, 203mm

Straight slack adjuster. No left and
right. Lever lengths possible
115,127, 140, 153mm

Figure 21, Types of slack adjuster.

Information category: Unclassified
Author / Owner: Paul McConn
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3.5.2 Setting Automatic Slack Adjusters.

o Min. 6 Bar

a. Check that the brake chamber push rod is in its
fully released position.

b. With spring brakes, a minimum pressure of 6 bar is
required in the systam to ensure that the piston is
fully released.

¢. Clean the camshaft spline.

Figure 23, Setting automatic slack adjusters, step 1.

a. Grease the camshaft spline.

b. If a new slotted anchor bracket is supplied with the
ASA it should be fitted to the existing camshaft
support bracket but not tightened.

Figure 24, Setting automatic slack adjusters, step 2.

Information category: Unclassified
Author / Owner: Paul McConn
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a. Fitthe ASA onto the camshaft, so that the arrow
on the housing points in the direction of the
application of the ASA, and the control arm end
mates with the anchor bracket.

a. Wind the ASA into the clevis on the brake
chamber piston rod by rotating the
hexagon nut on the ASA in a clockwise
direction until the hole in the ASA coincides
with the holes in the clevis.

Do not use an air wrench to do this.

a. Grease the clevis pin then fit it into the clevis
through the ASA and secure.

b. The pin should rotate frely whean no load is
applied.

GREASE

Figure 25, Setting automatic slack adjusters, step 5.

Information category: Unclassified
Author / Owner: Paul McConn
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a. Fit a wear indicator and return spring, if either are
required, at this stage.

b. Secure the ASA on the camshaft ensuring it is not
pinched or restricted.

Figure 29, Setting automatic slack adjusters, step 6.

a. Rotate the control arm as far as possible, following
the direction of the arrow cast on the ASA body.

Do not hammer the control arm.

b. Where the ASA is s0 equipped, the indicator on the
control arm should now be aligned with the notch
in the cover plate.

C. Without moving the position of the contral arm, fix
the anchor bracket in place by tightening the
mounting bolts.

Figure 28, Setting automatic slack adjusters, step 7.

Information category: Unclassified
Author / Owner: Paul McConn
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a. Close the brake clearance by rotating the hexagon
nut on the ASA clockwise until the brake lining
touches the brake drum.

Do not use an air wrench to do this.

I & D\

= I

> &

Figure 31, Setting automatic slack adjusters, step 8.

a. Back-offthe brake clearance by rotating the
hexagon nut a 3/4 turn anti-clockwise.

Do not use an air wrench to do this.

Information category:
Author / Owner:

Unclassified
Paul McConn

Figure 30, Setting automatic slack adjusters, step 9.
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@ a. Check that the ASA is functioning by applying the
brakes about five times.

b. Leave a ring spanner on the hexagon nut so that
X 5 any movement can be detacted.

¢ The ASA is working when the hexagon nut rotates
clockwise on the raturn stroke,

Figure 32, Setting automatic slack adjusters, step 10.

3.5.3 Setting Manual Slack Adjusters.

When setting a manual slack adjuster steps 1 & 2 for an automatic
slack adjuster are the same but there is no control arm on a manual
slack adjuster and a manual slack adjuster will not reset itself.

When the manual slack is fitted wind the slack adjuster on using the
adjuster nut until the brake shoes touch the drum (drum will now no
longer turn). Then back the slack adjuster off by rotating the adjusting
nut 1/2 of a turn anti clockwise.

After a slack adjuster has been set it should not be able to travel more
than 1”7 (2.54cm). If it does the setting procedures will have to be
redone as the brake shoes have to travel too far before contact with
the drum.

Figure 33, Setting manual slack
Information category:  Unclassified adjusters
Author / Owner: Paul McConn
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Figure 34, Automatic slack on steer axle with control arm bolted to boss.

Information category:  Unclassified
Author / Owner: Paul McConn
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3.6 Trouble Shooting.
When locating and correcting axle problems, a systematic procedure should be followed.

Check Functionality Prior to Disassembly:

Usually the answer to trouble is apparent when the unit is inspected prior to disassembly, but this
evidence is often lost when parts are separated. If possible, check the unit prior to disassembly.
Bear in mind that a careful inspection of the unit should be made as each disassembly step is
performed.

Inspect Thoroughly During Disassembly:

It is important to examine all the parts when disassembling an axle to check for wear and damage.
After the axle is disassembled, check the lubricant for foreign particles which often reveal sources of
troubles that are overlooked during the disassembly.

Repair or Replace Defective Parts:

All pieces should be accurately examined because the broken parts are often just the result and not
the cause of the trouble. All parts that are broken or worn and no longer meet specifications should
be replaced with genuine new components.

Excessive Brake Drum Wear:

Possible Causes:
a) Overheating through excessive braking.
b) Contaminated Brake linings.

Grease or Oil Leaks:
Possible Causes:
a) Incorrect assembly or damaged seal.

b) Seal lips distorted (low loader).
c) Damaged / worn hub cap gasket.
d) Hubometer stem leaks.

Loose Wheels:
Possible Causes:
a) Incorrect torque.
) Worn Cones / bolts.
) Mismatched wheels and fasteners.
)
)

o O T

Damaged wheels.
Excessive paint on hub.

D

Hubs Overheating:
Possible Causes:
a) Bearing adjustment too tight.
b) Insufficient lubrication.
c) Low loader on heavy duty operation.

Brakes Binding or Dragging:
Possible Causes:
a) Failed brake shoe return spring.

b) Badly worn bearings.

c) Incorrectly adjusted brakes.
d) Brakes not releasing properly.
e) Faulty valve in brake system.

Information category:  Unclassified
Author / Owner: Paul McConn
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f)  Faulty trailer air coupling.

Bearing Failure:
Possible Causes:

a) Abrasive contamination

b) Overheating due to lack of end float
c) Forcible assembly

d) Incorrect end float

e) Damaged dust cover

Bearing Failure:
More than 90% of all bearing failures are caused by dirt, which is always abrasive. Dirt may enter the

bearings during assembly of the unit, or be carried into the bearing by the lubricant while in service. Dirt may
enter through seals, or even dirty containers used for the addition or change of lubricant.

Softer material such as dirt, dust etc., usually form abrasive paste or lapping compounds within the bearings
themselves since the unit pressure between the balls/rollers and raceways makes a perfect pulveriser.

The rolling motion tends to entrap and hold the abrasives. As the balls/rollers and raceways wear, the
bearings become noisy. The lapping action tends to increase rapidly as the fine steel from the balls/rollers
and raceway adds to the lapping material.

Hard, coarse material such as chips etc., may enter the bearings during assembly from the hammers, drifts,
power chisels etc., or may be manufactured within the unit during service from raking teeth, etc. These chips
produce small indentations in balls/rollers and races. Jamming of these hard particles between balls/rollers
and races may cause the inner race to turn in the housing.

Corrosion:
Water, acid and corrosive materials formed by deterioration of lubricant, will produce a reddish-brown

coating and small etched holes over outer and exposed surfaces of race. Corrosive oxides also act as a
lapping agent.

Brinelling is caused by improper assembly or removal, usually hammering with off-centre blows. Use tubes,
preferably under a press or extractor.

Fatigue:
All bearings are subject to fatigue and must be replaced eventually. Your own operating experience will

dictate mileage replacement of bearings showing only normal wear.

Shaft Fits:
Excessive looseness under load is very objectionable because it produces a creeping or slipping of the inner

ring on the rotating shaft. This causes the surface metal of shafts to scrub or wear off.
When play or looseness even 0.0025 mm exists between the bearing and shaft, there is a very powerful
force tending to rotate the inner race on the shaft.

Information category:  Unclassified
Author / Owner: Paul McConn
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