
AS2000 SERIES

ISOBUS HYDRAULIC DRIVE SPREADERS
Fertilisers . Lime . Gypsum . Sand . Salt . Grit . Ash
Bulk Dry & Flowable Products



The AS2000 Series precision spreader incorporates high specification features along with 
functional design to deliver the target rate at the highest level of accuracy, whether spreading 
fertilisers, lime, gypsum, bio-sul, sand, grit, compost, pellets, basalt & dry flowable bulk products.

The AS2000 Series takes simplicity, durability, capacity and accuracy to the next level to reduce 
input costs and improve crop response and growth. 

Independently certified accredited to spread fertilisers up to 36m and lime up to 16m, built to 
last, functional in design and easier than ever to operate.

Complete hydraulically driven belt(s) & discs with compatible ISOBUS control featuring a 
stainless-steel adjustable spreading deck drop point & pattern control system.

AgriSpread’s precision spreading technology is extensively tested in European, North American, 
South American,  Asian  & Australian  markets providing  enhanced performance, minimising 
waste and optimising resources.

It is built to handle a wide range of materials with accuracy and precision to spread widths up to: 

+ Fertiliser 12-36 meters 

+ Lime/ Bulk 8-16 meters

DESIGNED AND ENGINEERED FOR PRECISION SPREAD ACCURACY



KEY PRODUCT FEATURES

STANDARDSTANDARD

OPTIONALOPTIONAL

Load Sense/Power 
Beyond or Fixed 
Pump Hydraulics 

Suspended
Dampened Drawbar

(AS265-AS2170T)

Hydraulic Drawbar 
Suspension 

(AS2200T & AS2220T)

Hydraulic 
Brakes 

Floatation 
Tyre Options

Adjustable Rear 
Spreading Deck 

System

Tractor Grip/Lug 
Tyre Options

Steering
Axle

PRECISION SPREADING EQUIPMENT 

Stainless Steel 
Hopper Grid Profiles 

Manual/ Hold Back 
& Hydraulic Covers 

Load
Cells

Shotblasted, Two Pack 
Primer & Topcoat, 

Oven Baked

Incorporated Stainless 
Steel in Base Unit

Air or Air/Hydraulic 
Brakes

Full Stainless
Steel Hopper 

Trailed 8 x Model Range: : 6m3 to 16.8m3
(Level Capacity @30 Degrees)

Hopper Mounted 4 x Model Range: 6m3 to 13m3 
(Level Capacity @ 30 Degrees)

No PTO utilised – Hydraulic Drive only

Single & Twin Belt Floor Option Configurations

ISOBUS Compatible Interface 

Auto Rate Control, VRA, Headland Border Control

Load Cells & Dynamic or Static Rate Control

Section Control Configuration Options:

  + Auto On/Off x 1 Section - Single Belt

  + SCS Section Control x 14 Sections - Single Belt

  + SC Full Section Control x 16 Sections*- Twin Belt                
     (*Dry flowable products)vzz

AS2000 Series: 

SINGLE AXLESINGLE AXLE

CHASSIS/TRUCK/CHASSIS/TRUCK/
SELF PROPELLEDSELF PROPELLED

MOUNTEDMOUNTED

WIND BOOMWIND BOOM
HYDRAULICHYDRAULIC

FOLDING 12MTRFOLDING 12MTR

TANDEM AXLETANDEM AXLE

2

3

5

4

STAINLESS STEEL
KEY AREAS &

COMPONENTS

LOAD CELLS

FULL STAINLESS
STEEL SPREADING
DECK SYSTEM 

FERTILISER,
LIME & BULK
PRODUCTS DISCS 

DRAWBARS
(Dampened Drawbar AS265 - AS2150T)
(Hydraulic Drawbar AS2200T - AS2220T)

 

(Front/rear panels 
& lower sides)

6 REER STEERING
AXLE (TANDEM MODELS)

Electric Door
Control ISOBUS



Note 1: Capacity varies according to the density of material filling completely full & heaping. Densities of 1400 kg/m3 and 1000kg/m3 have been assumed for lime and fertiliser 
respectively.

Note 2: Loading heights vary depending on the wheel specification and optional load cells.

*** The content presented is intended solely for general informational purposes. While AgriSpread strives to ensure the accuracy and timeliness of the material and  information 
provided, we make no guarantees—express or implied—regarding its completeness, reliability, suitability, or availability. This includes all information, products, services, and related 
images, graphics featured in any documentation. Any reliance you place on such content is done entirely at your own discretion and risk. 

*** All designs, features, functionality, tyres, options, brochures & other product specifications & documentation are subject to change without notice or obligation & including errors 
or mistakes. (Different markets may also have different specifications and options). 

*** AgriSpread makes no warranty, representation or guarantee regarding the suitability of its machine products to discharge and spread all possible fertilisers, manures, lime types, 
gypsum types, bio-sul types and other bulk product materials especially due to complex factors such as storage, moisture, temperature, humidity, bulk density, particle size, particle 
shape, friction, cumulative strength, interlocking, cohesion, binding, ratholing and bridging etc. Discuss with distributor, dealer or AgriSpread limitations of design, specifications 
and spread applications. 

*** Spread testing and adjusting to get acceptable pattern CV’s for infield conditions & product type/quality is required by customer/dealer. 

AS2000 SERIES

AgriSpread - Precision Spreading Equipment - www.agrispread.com 

TECHNICAL SPECIFICATIONS

Hopper Length (mm)

Hopper Width (mm)

Hopper Slope (degrees)

Loading Height2 With Load Cells (mm)

Extension Height (mm)

Capacity Hopper Level (m3) +/-

Capacity Heaped @30 Degrees (m3)
not fertiliser
Lime Capacity1 Heaped @30 Degrees (mT) 
+/- subject to product 

Unladen Weight (kg) 2m Track
 
Unladen Weight (kg) 3m Track  

 Vertical Hitch Load - Unladen (kg)

Vertical Hitch Load - Laden (kg)

Carrying Capacity (kg)

Tyres (Standard)

Axle Qty & Section (mm) Note: All 10 Stud

Axle Track Width Centres (meters)

Dampened or Hydraulic Drawbar

Hopper Grid Profiles Stainless Steel 

Rate Controller Type

Variable Rate Application Control Ready

Hydraulic Brakes

Air/Hyd or Air Only Brakes

Transport Lights

Manual, Hold Back, Electric or Hydraulic Cover 

Bulk Product Feed Chains 

Headland Border Control - Left or Right

Stainless Steel Hopper 

Steering Axles

Sections x 14 Single Belt - Fert/Lime SCS

Sections x 16 Twin Belt - Flowable Products SC

Load Cells 

ISOBUS Electric Rear Door (Single)

Hydraulic Folding Wind Boom 12mtrs

Hopper Extensions

MODELS AS265

3,305

2,245

2,512

N/A

6.0

7.8

9.2

3,751

N/A

380

2,081

9,200

650/65R30.5

120x 120 Sq

2 or 3

AS265
(Std Ext)

3,305

2,245

2,675

163

7.2

8.9

12.4

3,843

N/A

380

2,081

9,200

650/65R30.5

120x 120 Sq

2 or 3

AS265
(High Ext)

3,305

2,245

2,770

258

7.9

9.5

13.3

3,933

N/A

380

2,081

9,200

650/65R30.5

150 x 150 Sq

2 or 3

AS285

3,630

2,245

2,580

N/A

6.6

8.6

12.0

4,467

N/A

493

2,643

12,000

650/65R30.5

150 x 150 Sq

2 or 3

AS2100

3,630

2,245

2,785

N/A

8.2

10.1

13.5

4,692

N/A

569

3,101

13,500

650/65R30.5

150 x 150 Sq

2 or 3

AS2120

4,228

2,245

2,790

N/A

9.7

11.9

14.5

5,026

5,353

677

3,526

14,500

650/65R30.5

150 x 150 Sq

2 or 3

AS2120
 (Straight Ext)

4,228

2,245

2,960

170

11.1

13.7

14.5

5,176

5,503

701

3,611

14,500

650/65R30.5

150 x 150 Sq

2 or 3

Dampened

Optional

ISOBUS Compatible 

Standard

Standard

Optional

Standard

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

N/A

37.5
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TECHNICAL SPECIFICATIONS

AS2000 SERIES
AS2120

(Flared Ext)

4,228

2,628

3,055

265

12.5

15.6

14.5

N/A

5,553

707

3,620

14,500

650/65R30.5

150 x 150 Sq

3

MODELS AS2150T
 (Flared Ext)

4,640

2,625

2,980

265

13.6

17.0

19.5

N/A

6,883

517

3,883

19,500

600/55R26.5

2 x 127 Rd

3

AS2150T
 (Straight Ext)

4,640

2,245

2,885

170

13.3

16.1

19.4

6,324

N/A

517

3,883

19,500

600/55R26.5

2 x 127 Rd

2

AS2170T
 (Flared Ext)

4,640

2,640

3,135

410

15.1

18.5

19.5

N/A

7,145

550

3,500

19,500

710/50R26.5

2 x 127 Rd

3

AS2200T

5,640

2,245

2,872

N/A

13.0

16.6

23.3

6,995

7,997

727

4,962

25,000

650/65R30.5

2 x 150 Sq

2

AS2220T
 (Straight Ext)

5,640

2,245

3,042

170

15.1

18.7

25.0

7,295

N/A

777

5,003

25,000

650/65R30.5

2 x 150 Sq

2

N/A

37.5

AS2130T

4,640

2,245

2,715

N/A

10.7

13.6

19.0

6,091

6,650

468

3,848

19,500

600/55R26.5

2 x 127 Rd

2 or 3

Hyd

AS2220T
 (Flared Ext)

5,640

2,616

3,135

265

16.8

21.0

25.0

N/A

8,269

777

5,003

25,000

650/65R30.5

2 x 150 Sq

3

Dampened

Optional

ISOBUS Compatible

Standard

Standard

Optional

Standard

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Vertical Hitch Load - Unladen (kg)

Vertical Hitch Load - Laden (kg)

Carrying Capacity (kg)

Tyres (Standard)

Axle Qty & Section (mm) Note: All 10 Stud

Axle Track Width Centres (meters)

Dampened or Hydraulic Drawbar

Hopper Grid Profiles Stainless Steel 

Rate Controller Type

Variable Rate Application Control Ready

Hydraulic Brakes

Air/Hyd or Air Only Brakes

Transport Lights  

Manual, Hold Back, Electric   
or Hydraulic Cover  
Bulk Product Feed Chains 

Headland Border Control - Left or Right

Stainless Steel Hopper 

Steering Axles

Sections x 14 Single Belt - Fert/Lime SCS  

Sections x 16 Twin Belt -   
Flowable Products SC  

Load Cells 

ISOBUS Electric Rear Door (Single)

Hydraulic Folding Wind Boom 12mtrs

Hopper Extensions

Hopper Length (mm)

Hopper Width (mm)

Hopper Slope (degrees)

Loading Height2 With Load Cells (mm)

Extension Height (mm)

Capacity Hopper Level (m3) +/-

Capacity Heaped @30 Degrees (m3)
not fertiliser
Lime Capacity1 Heaped @30 Degrees (mT) 
+/- subject to product 

Unladen Weight (kg) 2m Track
 
Unladen Weight (kg) 3m Track  

 

Note 1: Capacity varies according to the density of material filling completely full & heaping. Densities of 1400 kg/m3 and 1000kg/m3 have been assumed for lime and fertiliser 
respectively.

Note 2: Loading heights vary depending on the wheel specification and optional load cells.

*** The content presented is intended solely for general informational purposes. While AgriSpread strives to ensure the accuracy and timeliness of the material and  information 
provided, we make no guarantees—express or implied—regarding its completeness, reliability, suitability, or availability. This includes all information, products, services, and related 
images, graphics featured in any documentation. Any reliance you place on such content is done entirely at your own discretion and risk. 

*** All designs, features, functionality, tyres, options, brochures & other product specifications & documentation are subject to change without notice or obligation & including errors 
or mistakes. (Different markets may also have different specifications and options). 

*** AgriSpread makes no warranty, representation or guarantee regarding the suitability of its machine products to discharge and spread all possible fertilisers, manures, lime types, 
gypsum types, bio-sul types and other bulk product materials especially due to complex factors such as storage, moisture, temperature, humidity, bulk density, particle size, particle 
shape, friction, cumulative strength, interlocking, cohesion, binding, ratholing and bridging etc. Discuss with distributor, dealer or AgriSpread limitations of design, specifications 
and spread applications. 

*** Spread testing and adjusting to get acceptable pattern CV’s for infield conditions & product type/quality is required by customer/dealer. 



DIMENSIONS

A

H

* Machine heights & widths will vary depending on the wheel specification selected.
** Disk heights consider standard wheel specifications and loadcells.
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C

B

D

G

E

F

TECHNICAL DIMENSIONS 

MODELS

(A) Overall Length (mm)

AS265

6,360

2,675

2,550

3,550

2,512

2,345

2,245

3,305

1,170

814

AS265
(Std Ext)

6,360

2,856

2,550

3,550

2,675

2,675

2,245

3,305

1,351

796

AS265
(High Ext)

6,360

3,006

2,550

3,550

2,770

2,770

2,245

3,305

1,501

741

AS285

6,682

2,870

2,650

3,650

2,580

2,580

2,245

3,630

1,170

882

AS2100

6,682

3,070

2,650

3,650

2,785

2,785

2,245

3,630

1,368

889

AS2120

7,152

3,106

2,650

3,650

2,790

2,790

2,245

4,228

1,368

894

AS2120
(Straight

Ext)

AS2120
(Flared 

Ext)

7,152

3,276

2,650

3,650

2,960

2,960

2,245

4,228

1,538

894

7,152

3,371

2,650

3,650

3,055

3,055

2,628

4,228

1,633

894

AS2130T

7,560

3,010

2,620

3,586

2,715

N/A

2,245

4,640

1,368

819

AS2150T
(Straight 

Ext)

7,560

3,270

2,620

3,586

2,980

N/A

2,628

4,640

1,630

822

AS2150T
(Straight 

Ext)

7,560

3,270

2,620

3,586

2,980

N/A

2,628

4,640

1,630

822

AS2170T

7,560

3,415

N/A

3,800

3,135

N/A

2,640

4,640

1,777

830

AS2200T
(No Ext)

8,575

3,157

N/A

3,650

2,872

N/A

2,245

5,640

1,368

976

AS2220T
(Straight 

Ext)

8,575

3,425

N/A

3,650

3,135

N/A

2,616

5,640

1,630

977

AS2220T
(Flared

Ext)

8,575

3,425

N/A

3,650

3,135

N/A

2,616

5,640

1,630

977

(B) Overall Height (mm) *

(C) Overall Width (mm) *
2mtr Track
(C) Overall Width (mm) *
3mtr Track CTF
(D1) Loading Height with
load cells (mm) *

(E) Hopper Width (mm)

(D2) Loading Height
without load cells (mm) *

(F) Hopper Length (mm)

(G) Hopper Height (mm)

(H) Disc Height (mm)**



TECHNICAL HIGHLIGHTS

In order to reduce input costs by minimising 
overlap, AgriSpread offers Section Control. The 
twin belt  full section control covers 16 x sections 
across the working width, operating in conjunction 
with field shape and GPS map data alongside the 
auto shut off for headland and border control 
functions to reduce over and under rate 
application. 

Both spinner motors have independently 
controlled left & right-hand spinner disks to reduce 
the working width on wedge shaped fields or 
narrow tracks. As the working width is reduced by 
auto-reduction in spinner speed via guidance 
mapping, the conveyor reduces in proportion so 
that the overall application rate across the width at 
any given point remains constant. 

The single belt SCS options increases the section 
control available from auto on/off (1 x section) to 14 
x sections, 7 left and 7 right. Both spinner motors 
will have independent RPM control to reduce the 
working width on each side of the spreader when 
working in narrow runs or coming in and out of 
headlands/boundaries. As the sections turn off 
(left, right or both sides) and the spreading width 
reduces the single belt/floor speed will also reduce 
speed so that the overall average application rate 
across that width point remains constant. 

Headland border control is standard, available on 
both the right or left hand sides of the spreader.

SECTION CONTROL OPTIONS

The AS2000 Series can apply variable application 
rates using prescription mapping technology and 
can accurately apply product with variable bulk 
density using dynamic auto calibration. Four load 
cells and a variable speed belt floor regulates the 
target application rate regardless of forward 
working speeds from 3km-30km/hr.

PRECISION SPREADING 

+ The ISOBUS compatible software controls both 
the belt floor and disc speeds relative to the target 
application rate.

+   Set a lower spinner speed left and right for 
headland management. 

+  Save multiple product settings including 
density, flow factor, deck drop point adjustment, 
vane positions & spinner speed.

+  Main screen display of all conveyor rpm's and 
spinner speed rpm's to make sure operator has 
constant visual of critical information. 

SOFTWARE FEATURES

All AS2000 Series models feature a stainless-steel 
spreading deck system with adjustable rear deck 
positioning for corrosion resistance and long life. 
The spread uniformity pattern can be fine-tuned 
by adjusting the deck drop points forward and 
back. 

A redesigned hopper features more stainless 
components, the front end, entire rear section, and 
bottom one third of the bin is made from stainless 
steel. All nuts/bolts where required are stainless 
steel to prevent corrosion and reduces 
maintenance while lengthening lifespan of 
machine and parts.

All spreaders use a combination of stainless & mild 
steel components. All mild steel & stainless steel 
components are shot blasted & painted in a 
temperature - controlled environment using 
certified two pack commercial paint & oven baked 
for a durable maintenance free finish.

The fully integrated, tried, tested & proven ISOBUS 
software and hardware control system uses the 
precision load cells to control application rates 
with all product material types. 

ISOBOUS COMPATIBLE SOFTWARE
AND HARDWARE SYSTEM

BUILT TO LAST 

AgriSpread - Precision Spreading Equipment - www.agrispread.com 



The AgriSpread App is a link between ongoing 
back-up and support and is free to download. It 
provides valuable setup and operational information. 
Find copies of the operators manual, including parts, 
maintenance and service.
https://www.agrispread.com/agrispread-mobile-app

DOWNLOAD 
The AgriSpread App
Provides valuable set-up & 
operational information

AGRISPREAD MOBILE APP

AGRISPREAD
Coolnaha North, 
Ballyhaunis, Co. Mayo,
F35 Y157, Ireland.

Tel: + 353 9496 31808
www.agrispread.com
info@agrispread.com


